CONTRACT NO.

64560

BORING LOGS

FAP TOTAL [SHEET
RTE, ] SECTION COUNTY  |SHEETS| N,

* *k CARROLL | 548 | 198
STA. TO STA,

FED. ROAD DIST. NO. IILLlNOIS‘ FED. AID PROJECT

* ROUTE 17 (US 52 / IL 64
% (1,2)RS & (3-DRS-1

Mlinois Department Foge of
of Transportation SOIL BORING LOG
g)igsTm of Highways Date B3
P92-074-00 Culverton US 52, 0.4 m. E. of
ROUTE FAP17 DESCRIPTION Jacobstown Road LOGGED BY C. Jenkins
SECTION (1,2,3-)R§ LOCATION Mt. Carroll Twp. - SW, SEC. 9, TWP, 24N, RNG. 4E
COUNTY Carroll DRILLING METHOD . ___ Hollow Stem Auger HAMMERTYPE ~ ___ BS3
STRUCT. NO. e D B v M Surface Water Elev, D1 B M
Station 363+52 Bl L ¢ 0 Stream Bed Elev. By L 0
P 0 N I P 0 1
BORINGNO,  ___ B.If T, w 5| Groundwater Elev.: T W §
Station 363438 Hi S 1 Qu i T |l First Bncounter H| s T
Offset 15.00ft L4 CL Upon Completion
Ground Surface Elev. 992 f [0 sh | R || Afler  His. (&) | (6" (%)
STIFF tan SILTY LOAM
I 12 | 18 || VERY STIFF tan/gray SILTY 3
P CLAY 7 )
] .20 9
9620 ___| B
STIFF tan/gray SILTY LOAM 4 VERY STIFF tan SILTY CLAY 3
o6 | 18 | 18 15 2
470 718 H70 6
] 25
VERY STIFF tan/gray SILTY 4 STIFF gray SILTY LOAM 2
LOAM Tl e | 5|17 4 %
9220 TS 720 5
STIFF tan/gray SILTY LOAM 2 STIFF gray SILTY LOAM with 2
4 18 20 || ORGANICS 1 2 31
.70 TS .70 4
10 30
VERY STIFF tan/gray SILTY 3 VERY STIFF gray/green SILTY 2
LOAM ) 6 | 25 | 20 |[CLAY 3 25
820 8 | S 6
| 670 |
STIFF tan/gray SILTY LOAM over 4 MEDIUM tan dirty weathered 7
tan weathered LIMESTONE ™ 6 1.9 20 || LIMESTONE o9
8| B g | M
820 .15 £
LOOSE tan weathered 3 VERY STIFF tan/green SHALEY 10
LIMESTONE 4 CLAY with LIMESTONE 10 13
$220 -1 5 fragments 1
. 5170
MEDIUM tan weathered 4 HARD tan/green SHALEY CLAY 6
LIMESTONE 1 8 TILL with LIMESTONE fragments 11 16
7 1 597 1
220 -40

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value} is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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[llinois Department Fage of 2
of Transportation SOIL BORING LOG
DiidonofHighveys Date 9/3/03
P92-07400 Culverton US 52,04 m. E. of
ROUTE FAP17 DESCRIPTION LOGGED BY __C.Jenking
SECTION (1,23-1RS LOCATION Mt. Carroll Twp. - SW, SEC. 9, TWP. 24N, RNG. 4E
COUNTY Carroll DRILLING METHOD Hollow Stem Auger HAMMER TYPE B-53
STRUCT. NO. D| B U M1t Surface Water Eley. None
Station 363452 Bl L CHoO 66.6
P 0 S 1
BORING NO. B-If T W 8 1! Groundwater Elev.:
Station 363438 Hi § Q| T
Offiset 15.00ft Lt CL
Ground Surface Elev. mp  f [ )| D] ()
HARD tan/green SHALEY CLAY 4
TILL with LIMESTONE fragments 10 45 13
BN
56.70
HARD tan/green SHALEY CLAY 4
with LIMESTONE fragments i 5.8 15
470 2 ]S
435
MEDIUM tan weatheted 8
LIMESTONE with a SHALEY — n
CLAY lens -1 5
5220
HARD hm/gra.y SHALEY CLAY 10
TILL with LIMESTONE fragments o 6.6 14
470 8 | 8
End of Boting 50
55
4
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, from 137 (Rev. 8-99)
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